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Usage Instructions
English

4. Cleaning and Maintenance
- To remove glaze from rubber pad, scrub with cloth soaked in soapy
  water. Keep it down to prevent liquid getting inside.
- If pump leaks, remove plunger and wipe surrounding surfaces and 
  handle interior with soft, lint free cloth.
- Re-coat rubber cup with SILICONE GREASE (rubber grease) ONLY. 
  NEVER use oil based lubricants.
- NEVER use solvent to clean lifer.
- NEVER lay face down on rough/contaminated surface.
- Store in carry case. Ensure lifter well-placed.

5. Regular Inspection
Periodically test for:
- Excessive leakage, sluggish pump action, increase in pumping required for full evacuation.
- Examine handle and plunger for cracks.
- Examine rubber pad for: excessive glaze, powder, dirt, oil, cuts, damage/perishing, roughness.

6. Warranty
- The guarantee covers all manufacturing or assembly defects in accordance with the
  legislation in force. The guarantee does not cover malfunctions caused by improper use, 
  overloads, failure to follow the operating instructions and normal wear and tear.
- For more detials and information, consult the general guarantee conditions at 
  www.bihuitools.com

3.4 Charging Mode
- Charge the battery when the low battery indicator flashes or disgtal panel didn't display
  full numbers due to low power.
- USB Type-C charger

3.3 Auto Replenish Vaccum Mode
- Pressure monitor clock shows within the green area means safe handling vacuum.
- The machine will auto replenish the vacuum when under 360mmHg

3.2 Anti-error Operation
- During working, press the switch for 5-10 seconds to turn off the diginal panel 
- Press the switch for 5-10 seconds more, turn on the digital panel again, then quick press
  two times to release suction then remove it away from the material


